Fact Sheet Das Original

Comprehensive
drive unit expertise
for passenger cars

One Drive Unit.
Complete Expertise.

Elring develops innovative sealing solutions that meet the specific
requirements of hybrid transmissions and electrified powertrains.

From radial shaft seals and Metaloseal™ gaskets to elastomer I-EI Elq
molded parts and specialized sealing solutions, Elring supports effi- ;}
ciency, reliability and durability in the next generation of mobility.




Selected products from various drive unit
applications illustrate the comprehensive
coverage of the Elring portfolio.

Specialty gaskets
Part No. Product Description Suitable for
124.030 Seal, cover (mechatronics) VW DQ400E dual-clutch transmission
162.950 Seal, dual-clutch transmission VW DQ400E dual-clutch transmission
162.960 Seal, dual-clutch transmission VW DQ400E dual-clutch transmission
121.520 Seal, dual-clutch transmission VW DQ400E dual-clutch transmission
173.122 Seal, dual-clutch transmission VW DQ400E dual-clutch transmission 173.122
Oil Seals
Part No. Product Description Suitable for
914.240 Shaft Seal, automatic transmission VW DQ381, DQ400E and DQ500
dual-clutch transmission
121.750 Shaft Seal, automatic transmission VW DQ400E dual-clutch transmission
914.240

Standard Parts

Part No. Product Description Suitable for

872.020 Screw Plug, automatic VW DQ400E dual-clutch transmission
transmission casing

251.305 Seal Ring, oil drain plug VW DQ400E dual-clutch transmission
872.020
Components
Part No. Product Description Suitable for
121.880 Lid, automatic transmission VW DQ400E dual-clutch transmission
123.930 Seal, cover (mechatronics) VW DQA400E dual-clutch transmission
166.040 Hydraulic Filter Kit, automatic VW DQ381 & DQ500 dual-clutch
transmission transmission

B16.940
B16.940 Sealing Set, oil module (E-axle) BMW transmission application
B09.320 Seal, HV-wire traction motor Audi Electric engine OEF

966.570 Shaft Seal, automatic transmission VW DQ250 dual-clutch transmission
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